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VIDEO FEATURES

CABINET INFORMATION

Model Name 27B3CF2 Sync technology Adaptive Sync Bezel Colour Black
(VRR) (front)
Brand AOC . . ;
Digital Signal 48 - 110Hz Cabinet colour Black
Channel B2C Frequency Vertical (backside)
Product line Basic-line Digital Signal 30k - 115kHz Cabinet finishing Texture
Frequency (backside)
Design family B3 Horizontal
Removable stand 21
Launch date (ETA) 1/1/2024 Blue Light Low Blue Light
Technology Speaker power 2Wx?2
EAN 4038986181457
Colour space 101,8 Built-in speakers Back fire
(sRGB) CIE 1931 % fire direction
DISPLAY INFORMATION Colour space 101,4 Kensington Lock 21
0,
Screen size (inch) 27,0 (SRGB) CIE 1976 % Vi I t 100x100
Screen size (cm) 68.6 Colour space (DCI- 75,0 esa wafimoun X
‘ P3) CIE 1931 % MonitorWebcam No
Flat/ Curved Flat Colour space (DCI- 80,7
. P3) CIE 1976 %
AEIE
Panel treatment Antiglare (AG) Colour space 754
(Adobe RGB) CIE Tilt -5/+25
0,
Pixel Pitch (mm) 0,314 1931 % : )
Col 869 Height adjust (mm) 110mm
: olour space ,
Pixels per Inch 82,0 (Adobe RGB) CIE Swivel No
Panel resolution 1920x1080 1976 % :
Pivot No
Aspect ratio 16:9 Flicker-Free Flicker Free
Panel type IPS KVM No
yp AIREE M
Backlight type WLED TCO Certified No
Max Refresh rate 100 Hz Energy star Energy star 8
Response time 4 ms o
GiG WEEE 2
Response time 1ms REACH compliant 21
MPRT
RoHs compliant 2
Static contrast 1300:1
ratio PVC/BFR free 21
. housing
Dynamic contrast 20M:1
ratio Mercury free 28
Viewing angle 178/178 Recycable 100 % recycable

(CR10)

Display colours

16.7M (8bits)

Brightness in nits

250 cd/m?

Local Dimming
Zones

Global Dimming

packaging material

Carton material Paper
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POWER CONSUMPTION
Power supply Internal
Power 35,0
consumption on

(typical) in watts

Power 0,5
consumption

standby in watts

Power 0,3
consumption off in

watts

Energy class E

cB 21
CE =
TUV-Bauart-Mark 21
1SO 9241-307 2
EAC 21
FCC Z0

CONNECTIVITY INFORMATION

HDMI HDMI 1.4 x 1

Digital HDCP HDCP 1.4

(HDMI version)

USB Hub 28

USB type 2 x USB-A

downstream

USB fast charge 28

port

Audio Output Headphone out
(3.5mm)

mini USB (for No

external keypad)

USB Type 1x USB-C (DP Alt

upstream Mode), USB-C
PD:65W

USB generation

USB 3.2 (Gen 1)

D-SUB (VGA) 0x
DVI 0x
RJ45 No

Product 616.6 x (398.6-
dimensions incl. 508.6) x 229.8

base (WxHxD) mm

Product 616.6 x 356.7 x 45.3
dimensions excl.
base (WxHxD) mm

Packaging 820 x 481 x 162
dimensions
(WxHxD) mm

Gross weight incl. 8,71
package (in kg)

Net weight excl. 5,56
package (in kg)

Product without 4,03
stand (kg)

ARZANE
HDMI cable 15

USB-C to C cable 1.8

Power Cable 21

OTHER INFORMATION

Warranty period 3 years
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